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The diameter of this part is
equal or larger than The

/
Z ITITIT D“L? diameter of bar spliced.

ROLLED THREAD DOWEL BAR

The diameter of this part
is the same as the diomster
of the bar spliced.
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BAR SPLICER ASSEMBLY ALTERNATIVES

**Heavy Hex Nuts conforming to ASTM
A 563, Grade C, D or DH may be used.
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INSTALLATION AND SETTING METHODS
"A" : Set har splicer assembly by means of a template bolt.
"B" : Set bar splicer assembly by nalling to wood forms or
cementing to steel forms.
(E) : Indicates epoxy coating.
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Bar splicer assemblies shall be of an approved type and shall develop in lension al leas!

125 percent of the yield sirength of the lapped reinforcement bars.
Splicer rods shall be of minimum 60 ksi (413.7 MPa) yield strength, threaded or coiled full length.
All reinforcement bars shall be lapped and tied to the splicer rods or dowel bars.
Bar splicer gssemblies shall be epoxy coated gccording to the requirements for

reinforcemeni bars.
Other systems of similar design may be submitted to the Engineer for approval. Approval

shall be ba

on certified fest resulfs fr
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bar splicer assembly satisfiss the following requirements:
Minimum Capacity = 1.25 x fy x Af

n in kips (kN))
um *Pull-out Strength
n in kips (kN))

testing laboratory that the proposed

= 0.66 x fy x A;

Yield strength of lapped reinforcement bars in ksi (MPa).
ehsile sfress area of lapped reinforcement bars.
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BAR SPLICER ASSEMBLIES

Bar Size to
be Spliced

Splicer Rod or

Strength Requirements

Dowel Bar Length | Min. Capacily
kips - fension kips

| Min. Pull-0ut Strength
tension

#5 (#]5) 23.0 (102.3KN) 12.3 (54.7KN)
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STANDARD
FOR _INTEGRAL OR
SEMI-INTEGRAL ABUTMENTS FOR_STUB —
ABUTMENTS Size Location
#5 (#15) 18 Top Slab
#5 (#15) 22 Bottom Slab
#5 (#15) 5 Walls
Bar Splicer for #5 (#]5) bar 1
Min. Capacity = 23.0 kips (102.3 kN) - tension
Min. Pull-oul Strengih = 12.3 kips (54.7 kN) - tension |
/\/oi Hequﬁ%d =
Bar Splicer for #5&5 (#15) bar
Min. Capacity = 23.0 (102.3 kN)  kips - tension
Min. Full-out Strength = 12.3 kips (54.7 ki) - fension
No. Required = ) ) ]
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